Government of West Bengal
Office of the Commissioner of Police
18. Lalbazar Street. Kolkata-700 001.

No. T-063/PHE/25-26 Date — 01.08. 2025

NOTICE INVITING TENDER

Sealed tenders in printed form are invited for the following work from eligible tenderers as per particulars given

below :

Name of work :  Repairing of inside, outside and roof treatment of Pump Room of Hudco
PHE at 95, Ultadanga Main Road, Kolkata.
(Details Estimate annexed)

Eligibility ¢ All bonafide contractors /firms having experience for essential
civil/elec. work.

Estimated Cost :  Rs. 95,237/-

Last date for submission of the tender © 12.08.2025 up to 15.00 hrs.

Time allowed for completion of work ¢ 10(ten) days after the issue of Work Order

The intending tenderers may inspect the site on any working day during office time.

The intending tenderers will have to submit copy of valid Certificate of up to date Clearance of Trade License, Professional
tax, Income Tax, G.S.T and Credential along with tender papers for the work.

Sealed Tender addressed to The Commissioner of Police, 18, Lalbazar Street, Kolkata-700001 may be dropped in the box
kept in front of the office of the Officer-in-Charge, Building Section, 2™ floor, Northern Building, 18, Lalbazar Street,
Kolkata-700001 before the last date.

Sealed tender may also be sent by Registered Post / Speed Post super scribing the envelope as “Tender in response to Tender
Notice No. T-063/PHE/25-26 dt. 01.08.2025” so as to reach on or before the last date.
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Ng_nj:‘gi work: Repairing of Inside Outside m@f Treatment of Pump Room of Hudco PHE
Kolkata 700034, during the year of 2025-26

complex at 95 Ultedanga Main Road ,

Sl | Page & Quantity Rate Unit Amount
No | Item No
T Page-11  Stripping off worn out plaster and s, celings clc. 37.69 sqmtr 119.00 sqmir t716.00
Item-10 upto any height and in any foor: rubbish within a
lead of 75m as directed.
2 [Page-45 Cleaning the concrete surface “debris, marking 16.50 sqmir 2 90.00 sqmlr 1 1,485.00
ltem-05  defective locations and removifig ‘careful stripping
untill hard surface is exposed, @ to regular shape,
wire brushing the exposed surf bris from sile
complete as per direction of the I
3 Page-45  Cleaning the exposed reinforcement ‘upto full diameter by 2.48  sqmtr t782.00 sqmtr 11,939.00
ltem-06  wire brush, applying two coals: auly based rust removing
compound lelt for 24 hours, removing Eig coating and then applying two
[2) coats of polymer modified anti e protective ing formulated
to inhibil the corrosion of reinforgefment as per manufacturer's
specification]|Mode of measurement:The aflfected surface area af
reinforcement shall be considered for payment|
4 Page-45  Applying epoxy based reactive joining agent for joining the old concrete 16,50  sqmir 2 309.00 sqmitr t 5,099.00
ltem-07 with fresh concrete to be applied within manufacturer's specified time as
per manufacturers specification. (0.4 Kg / m? of concrete surface).
5 Page-40  Cement concrete (1:1.5:3) with graded stone chips 5.6 mm size with 10.00
Item-27 hexagonal square mesh wire netting, LR.C. fabric mesh or X.F. M. fitted
and fixed alter tying the existing reinforcement on concrele without
distributing the same and with proper scarping and cleaning the
reinforcement and disturbed conerete with wire brush etc. afler applying
a coat of cement including the cost of wire netting LR.C or X. P. M. &
cost of all handling and scaffolding complete as per direction of Engineer:
in -charge.
a) 20 mm thick 16,50 sqmitr 1491.00  sqmtr 2 8,102.00
6 Page-45  Applying 2 coats of bonding agent with synthetic mulli functional rubber 37.69  sqmilr 2 88.00 sqmtr 13,317.00
Item-§ emulsion having adhesive and water proofing properties by mixing with
water in propertion [l bonding agent : 4 waler : 6 ccmenl] as per
Manufacturer's specification [Cement Lo be supplicd by the Depa.rtmcnt]
7 Page-18¢ Plaster (to wall, floor, ceiling etc)) with sand and ecement mortar
Item-1 including round off or chamfering corners as dirccted and raking out
joints including throating, nosing and drip coursc, scaflolding/staging
where necessary [Ground floor].|Excluding cost of chipping over concrete
surface|
{iii) With 1:6 cement mortar
(b} 20 mm thick plaster Ground Moor
15t floor 46,69 sgmir T 171.00 sqmitr 3 7,084.00
With 1:4 ccment mortar  (a) 10mm thick plaster
13l Mloor 10.80 sqmtr % 133.00 sgqmtr t1,436.00
8 Page (b} Rendering the surface of walls and ceiling with while cement based 57.49 sqmir 1110.00 sqmir 1 6,324.00
204/5 wall putty of approved make and brand(l.Smm thick]
9 Page Acrylic Distemper to interior wall, ceiling with a coat of solvent based 57.49 sgmir 3 70.00 sqmtr 2 4,024.00
196/10 interior grade acrylic primer f(as per r facturer's specification}
including cleaning and smoothning of surface. Two Coals
11 Page-200 Priming one coat on timber or plastered surface with synthetic oil 27.22  sqmtr 1 3s.00 sqmtr 11,034.00
Item-1 bound primer of approved quality including smoothening surfaces by
sand papering efe.
(a] Priming one coat on steel or other metal surface with synthetic oil 23.40 sqmtr  ¥29.00 sqmtr 1679.00
bound primer of approved guality including smoothening surfaces by
sand papering etc
12 Page-200 Painting with best quality synthctic enamel paint of approved make and 27.22  sqmtr 181.00 sgmtr 2 2,204.00
Item-2 brand including smoothening surface by sand papering etc. including
using of approved putty ete. on the surface, if necessary.(a) On timber or
plastered surface :With super-gloss |hi-gloss) -{iv] Two coats |with any
shade except white)
{b) On steel or other metal surfacc(iv) Two coats (with any shade except 23.40  sqmir t79.00 sqmtr 1 1,819.00

white)
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Fagn & Description of item Quantity Rate Unit Amount
o | Item No
13 Page 152 Taking out shutter of door and window, dismantling by parts (for repair 7.56  sgmtr 1 126.00  sqmtr 1 953.00
31 or replacement of damaged parts) , reassembling and refitting and
2 rehanging samewith old . : .with new screws as necessary.
{Where different parts of renewed under different item,
payment under item 73 will
made once only).
14 Page Iron skeleton bolt of a L and fixed complete (a) 4.00 MNos 2 92,00 each 2 368.00
141/9 375mm long x 10mm dia ro .
15 Page i} Iron hasp bolt of app ed complete (oxidised) 4.00 Nos T 166.00 each % 664.00

141/10 with 16mm dia rod with fitking(c) 300mm long

16 Page Iron butt hinges of appr d fixed with steel screws, 9.00 Nos 1 66.00 each 1594.00
140/5 with ISI mark. Viii) 100m
17 Page 9Y2/2 Preparation of drainage 'ﬁl’ bituminous waterproofing 1.00 nos T 110.00 each 111000

Lreatment after required

: ping of the under bed with
Cement Concrete (1:2:4) or

8 |Pg.-24, I.- Ordinary Cement concrete {mix ‘4] with graded stone chips (20 2.10 Cum t 5,248.57 cum T 11,022.00
i) mmbnominal size] excluding shuttering and reinforcement il any, in
ground floorbas per relevant IS codes.

9 Page Cutting chase upto 125 x 150 mm. and subsequent mending of 12.00 m 193.00 m 11,116.00
12413 damages.|a) in brick wall |[Cement-3.6 Kg/Mtr]

20 Page 92/4 Supplying & laying 3mm thick pre-fabricated plastomeric water proofing 16.20 sgqmtr 2 407.00 each 16,593.40

¥ membrane conforming to EN 12311-1 & ASTMD 5147, manufactured
with atactic poly propylene (APP) modified premium grade asphalt ,
specially reinforced with non-woven polyesier core with polyester
reinforcement @160 gms per sqm & both faces covered with thermo-
fusible polyethylene film fMineral on top face over a coal of primer @i
040 lit/sqm of manulacturer's specification on smooth,clean dry
surface prepared wherever required.Lap joint shall be provided of 75 mm
in longitudinal & 100 mm in Lransverse direction and fused using LPG/
Propanc torch employing extra care ensuring full bondage, complete
removal of entrapped air and sealing edges into grooves in appropriate
manner as per direction of Engineer -in-charge all complete including
materials labour and applicable taxes. (Payment shall be made on the
basis of finished surface area.). Membrane Property: Softening Point >
150 deg C, Cold Flexibility < -6 deg C, Tensile Strength, Nfcm : 600
[longitudinal), 450 (transverse), Tearing Strength, N: 300 (longitudinal),

200 (ransverse) t
21 Page Scraping of moss, blisters elc.thoroughly from exterior surface of walls 73.60 sqmtr 217.00 sqmtr
198/7 necessitating the usc of scraper, wire brush cte.(Payment against this
item will be made only when this has been done on the specific direction 1515.00

of the Engineer-in-charge)

22 Page Applying dccorative cement based paint of approved quality 73.60 sqmtr 3100 sqmtr
197/15 allerpreparing the surface including scraping the same thoroughly
Iplasiered or concrete surface) as per manufacturer’s specification.i) One

coal on old surface. 12,282.00
23 Page Applying Exterior grade Acrylic primer of approved quality and brand on  73.60  sqm 145,10 sgm 13,319.00
196/8 plastered or cencrete surface old or new surface Lo receive decoralive

textured (matt finish) or smooth finish acrylic exterior emulsion paint
including scraping and preparing the surface throughly, complete as per
manufacturer's specilication and as per direction of the EIC. Ground
Noar

24 Page Protective and Decorative Acrylic exterior emulsion paint of approved 73.60  sqm T 84.00 sqm
197/17 quality, as per manufacturer's specification and as per direction of
Engineer-in-Charge to be applied over acrylic primer as required. The
rate includes cost of material, labour, scaffolding and all incidental 16,182.00
charges but excluding the cost of primer. Ground Floor

Total = %79,910.40
GET & 9% 17,191.94
G5T i 9% 17,191.94

. 194,204.28
Add 1% for LW Cess 794294

¥95,237.22
| ’ * Say 195,237.00

\._.-_—.l'\::. :
J.IE 2 KPD AE KPD
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10.

TERMS AND CONDITITON OF TENDERS

All works to be carried out in a manner according to specification for original work now in laid
as the regional works in building department circle.

All materials, tools, plant and labour, the housing, water supply and transport will have to be
provided by Contractor at their own cost inclusive of G.S.T. and other charges.

No extra work will be allowed without prior approval.

The contractors are requested to inspect the schedule of nature of works at site to save all
eventualities connection with works any other information may be obtained from the OC,
Buildings Office, Lalbazar. Any place of ignorance after submission of tender by the contractors
will not be considered.

The quantities as shown against the item of work can be verified according to nature of works.
Actual requirement to be done soon after containing the written approval of the Jt. CP(0O), but
contractors are liable for execution of varied quantities at their accepted rates. The rate of the
addition item which are not found in the enclosed schedule will be based on building schedule of
the regional works and buildings circle subject to approval of proper authority.

The contractors should submit tender enclosed with Trade License, Income Tax return, GST,
Credential, Under taking of black listed failure to which will be disqualified.

The work will be taken up within 07(Seven) days after receipt of work order, failing to which legal
action may be taken against the firm.

The Commissioner of Police Kolkata reserves the right to reject any/or all the tender rates
without assigning any reason and also to distribute the said works among the tenders . There is
no guarantee that the lowest tender will be accepted by the authority concern.

Tender addressed to the Commissioner of Police, Kolkata should be sent in a sealed cover super
scribed name of tender to be dropped in the sealed TENDER BOX to be kept the OC, Buildings
Office, Lalbazar at 18, Lalbazar Street, Kolkata-700 001 within 15.00 hrs on last date.

The Tender Committee will open the sealed tender in the Committee Room of Lalbazar, The
Agencies may be present or send their authorized representative at the time of opening the
sealed tender box.




PERCENTAGE RATE TENDER AND CONTRACT FOR WORKS: GENERAL RULES
AND DIRECTIONS FOR THE GUIDANCE OF CONTRACTS.

1. All works proposed for execution by contract will be notified in a form of invitation of tender posted
in public places and signed by the OC, Buildings Office, Lalbazar.

This form will state the work to be carried out, as well as the date of submitting and opening of
tenders and the time allowed for carrying out the work, design and drawings and any other
documents required in connection with work signed for the purpose of identification by the OC,
Buildings Office, Lalbazar shall also be open for inspection by the contractor at the office of the ocC,
Building, Lalbazar during office hours.

2. Inthe event of the quotation being submitted by a firm, it must be signed separately by each member
thereof or in the event of the absence of any partner it must be signed on his behalf by a person
holding a power of attorney authorizing him to do so. Such power of attorney is to be produced with
the tender and same in the case of a firm carried on by one member of a joint family, it must be
disclose that the firm is duly registered under the Indian partnership Act.

3. Receipts for payment made on account of work, when executed by a firm, must also be signed by the
several partners except where the contractors are described in their tender as a firm in which case
the receipts must be signed in the name of the firm by one of the partners or by some other person
having authority to give effectual receipts for the firm.

4. Any person who submits a tender shall fill up the usual printed form, stating at what rate he is willing
to undertake each item of the work. Tenders which propose any alteration, in the work specified in
the said form of invitation of tenders or in the time allowed for carrying out the work, or which
contain any other conditions of any sort, will be liable to rejection. No single tender shall include
more than one work but contractors who wish to quote for two or more works shall submit a
separate tender for each. Tenders shall have the name and number of the work to which they refer
written outside the envelope.

5 The Committee will open tenders in the presence of any intending contractors who may present at
the time and will enter the amounts of the several tenders in a comparative statement in a suitable
form.

6 The accepting authority reserves the right to reject any or all the tender without assigning any
reasons and he will not be bound to accept either the lowest tender or any o nders.

Lalbazar.



