Government of West Bengal
Office of the Commissioner of Police
18, Lalbazar Street, Kolkata-700 001.

No. T-074/PHE/25-26 Date — 26.08. 2025

NOTICE INVITING TENDER

Sealed tenders in printed form are invited for the following work from eligible tenderers as per particulars given

below :

Name of work ¢ Repairing of inside of School Building, construction of 04 Nos.
Inspection Pit and concrete work for roof top of KP Housing Primary
School at 40A, Gopal Chatterjee Road, Kolkata.
(Details Estimate annexed)

Eligibility : All bonafide contractors /firms having experience for essential
civil/elec. work.

Estimated Cost :  Rs. 98,074/-

Last date for submission of the tender . 08 .09.2025 up to 15.00 hrs.

Time allowed for completion of work : 10(ten) days after the issue of Work Order

The intending tenderers may inspect the site on any working day during office time.

The intending tenderers will have to submit copy of valid Certificate of up to date Clearance of Trade License, Professional
tax, Income Tax, G.S.T and Credential along with tender papers for the work.

Sealed Tender addressed to The Commissioner of Police, 18, Lalbazar Street, Kolkata-700001 may be dropped in the box
kept in front of the office of the Officer-in-Charge, Building Section, prd floor, Northern Building, 18, Lalbazar Street,
Kolkata-700001 before the last date.

Sealed tender may also be sent by Registered Post / Speed Post super scribing the envelope as “Tender in response to Tender
Notice No. T-074/PHE/25-26 dt. 26.08.2025” so as to reach on or before the last date.

Lalbazar, Kolkata.



school, 404,Gopal Chatterjee, Road,Kol-700002 Duriy

ESTIMATE

104 nos Inspection Pit and concrete work for roof top of KP Housing F. Primary

o

Name-

I Qnty. IUnitI

Rate

I Unit I Amoung

198/1

45/8

45/5

14/19-1

5045 &p

Scraping of moss, blisters etc.thoroughly from exter rface of walls necessitating the use of
scraper, wire brush etc.(Payment against this item:wi be made only when this has been done on the
svecific direction of the Engineer-in-charee)

Stripping off worn out plaster and raking out joints of walls, celings cic. upto any height and in any
floor including removing rubbish within a lead of 75m as directerl.

Cement concrete (1:1.5:3) with graded stone chips 5/6 am size with hexagonal square mesh wire
setting. LR.C. fabric mesh o X.P. M. fitted and fixed after tying the existing reinforcement on concrete
without distributing the same and with proper scarping and cleaning the reinforcement and disturbed

concret
a) Applying 2 coets of bonding agent with synthetic multi functional rubber emulsion having adhesive

and water prooring properties by mixing with water in proportion (1 bonding agent ; 4 water : 6
cement) as per Manufacturer’s specification [Cement to be supplied by the Department]

Cleaning the concrete surface by removing dirt and debris, marking aefective locations and removing
loose concrete by carveful stripping untill hard surface is exposed, cutting the concrete to regular
shape, wire brushing the exposed surface and removing debris from site complete as per direction of
the Enzineer - in - Charee

Cleaning the exposed reinforcement preferably upto full diameter by wire brush, applying two coats
of polymer based rust removing compound left for 24 hours, removing the coating and then applying
two (2] coats of polvmer modified anti corrosive protective

Applying epoxy based reactive joining agent for joining the old concrete with fresh concrete to be
applied within manufacturer's specified time as per manufacturers specification. (0.4 Kg / m? of
concrete surface). Note: Applicable only when the full diameter of reinforcement steel is exposed.

Supplying, fitting and fixing PVC pipes of approved make of Schedule 80 (medium duty) conforming to
ASTMD - 1785 and threaded to match with G1 Pipes as per 1S : 1239 (Part - ). with all necessary
accessories, specials viz. socket, bend, tee, union, cross, eio, nipple, longscrew, reducing socket,
reducing tee, short piece etc, fitted with holder bats clamps, including cutting pipes, making
threads,fitting, fixing etc. complete in all respect including cost of aii ;:ucessary Liiings as

required jointing materials and two coats of painting with approrad paint in a. +»osition above
ground. (Payment will be made on the centre line measurements of total pipe line inclu:ling all

specials. No separate payment will be made for accesories, specials. Payment tor painting will be made
seperately) (a) For Exposed Work PVC Pipes (Dia) 40mm

Constructing Insvection pit of inside neasurement 600mm X 600mm Xupto 600mm (depth) with 250
mm thick 1st, ciass brick work in cementrmortar (1:4) on all sides, bottem of the pit consisting of 100
mm thickeement concrete (1:2:6) with stone chips over a layer of jhama briclflat soling,15 mm thick
(1:4) cement plaster to ins.de walls and out-sidewal’"  “to G.L. and 20 mm.thick (1:4) plaster to
bottom of the pit,providing necessary invert with cement concrete (1:3:6) with stone chips as per
direction, neat cement finishing to entire internal surfaces, top of the pit covered with 100 inm thick
R.C.C. slab (1:1.5:3) with stone chips and necessary reinforcements upto 1% and shuttering
including6 mm thick cement plaster (1:4) in all external surfaces of the slab and one 560 mm dia.
R.C.C. manhole cover of approved make supplied, fitted and fixed in the slab with necessary fittings,
necessary earthwork in excavation in all sorts of soil, filling sides of the pit with earth and removing
spoils after worlk complete in all respect with all costs of labour and materials. i) With Palur variety.

Ordinary Cement concrete (mix 1:1.5:3) with graded stone chips (20 mm nominal size) excluding
shuttering and reinforcement if any, in ground floor as per relevant IS ~odes. (i) Pakur Variety
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10.

TERMS AND CONDITITON OF TENDERS

All works to be carried out in a manner according to specification for original work now in laid
as the regional works in building department circle.

All materials, tools, plant and labour, the housing, water supply and transport will have to be
provided by Contractor at their own cost inclusive of G.S.T. and other charges.

No extra work will be allowed without prior approval.

The contractors are requested to inspect the schedule of nature of works at site to save all
eventualities connection with works any other information may be obtained from the OC,
Buildings Office, Lalbazar. Any place of ignorance after submission of tender by the contractors
will not be considered.

The quantities as shown against the item of work can be verified according to nature of works.
Actual requirement to be done soon after containing the written approval of the Jt. CP(O), but
contractors are liable for execution of varied quantities at their accepted rates. The rate of the
addition item which are not found in the enclosed schedule will be based on building schedule of
the regional works and buildings circle subject to approval of proper authority.

The contractors should submit tender enclosed with Trade License, Income Tax return, GST,
Credential, Under taking of black listed failure to which will be disqualified.

The work will be taken up within 07(Seven) days after receipt of work order, failing to which legal
action may be taken against the firm.

The Commissioner of Police Kolkata reserves the right to reject any/or all the tender rates
without assigning any reason and also to distribute the said works among the tenders . There is
no guarantee that the lowest tender will be accepted by the authority concern.

Tender addressed to the Commissioner of Police, Kolkata should be sent in a sealed cover super
scribed name of tender to be dropped in the sealed TENDER BOX to be kept the OC, Buildings
Office, LaLbazar at 18, Lalbazar Street, Kolkata-700 001 within 15.00 hrs on last date.

The Tender Committee will open the sealed tender in the Committee Room of Lalbazar, The
Agencies may be present or send their authorized representative at the time of opening the
sealed tender box.







