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Government of West Bengal
Office of the Commissioner of Police
18, Lalbazar Street, Kolkata-700 001.

No. T-212/Gen/25-26 Date — 28. 08. 2025

NOTICE INVITING TENDER

Sealed tenders in printed form are invited for the following works from eligible tenderers as per particulars given

below :

Name of work : Necessary civil repairing with allied works in the quarter No. 06 on 2™
floor, East Block of the PHE at 106A, New Park Street, Kolkata.
(Details Estimate annexed)

Eligibility . All bonafide contractors /firms having experience / valid license for this
type of field.

Estimated Cost ¢ Rs. 98,915/-

Last date for submission of the tender ©  08.09.2025 up to, 15.00 hrs.

Time allowed for completion of works : 10(ten) days after the issue of Work Order.

The intending tenderers may inspect the site on any working day during office time.

The intending tenderers will have to submit copy of valid Certificate of up to date Clearance of Trade License, Professional
Tax, Income Tax, G.S.T and Credential along with tender papers for the work.

Sealed Tender addressed to The Commissioner of Police, 18, Lalbazar Street, Kolkata-700001 may be dropped in the box
kept in front of the office of the Officer-in-Charge, Building Section, 2™ floor, Northern Building, 18, Lalbazar Street,
Kolkata-700001 before the last date.

Sealed tender may also be sent by Registered Post / Speed Post superscribing the envelope as “Tender in response to Tender
Notice No. T-212/Gen/25-26 dt. 28.08. 2025” so as to reach on or before the last date.

0O.C. Buildings,
Lalbazar, Kolkata.



DESCRIPTION OF ITEM

o o wark: Necessary civil Tepairing with ajlied works in rhe quarter no. 06 siuated on and floor of East Block, 106A New Park
oL Kolkata- 700017 during tie year. 2025 2026

o —

o R

Stripping off worn out plaster anq raking OUL pints of walls, celings
ele. upto any height and in any floer mctudding HHRSYIng rubbish
within a lead of 75w asdirected. )

Plaster (to wall, Noor, celling etc.) with sand and cement INOFtar
mcluding vound of or ch&mfesjng corners as directed and raking
Qut jonts including: throating, nosing and drip course, scaffolding/
stagig where necessary (Ground ﬂunrl,uﬁxr'm.;mg Cost of chipping
aver Concrete sirface).
{01} With 14 Cement mortar (€) 10 mam ek plaseer

Waood work o doar and window frame fitted asd. fixed ul positipy
complete mcluding g protective coar of PRINVREG at the cContact
surface of the %ar= exiuding cost of toncrete  fron Bur Hinges
and M:S clamps, {Tae quantum should be carreted upto three
rlf:t_'mmlsuc) Sal : Siligur

b‘upplvu'xg.humg & hxing of 2 Track 3 Track Adurinum shicting
Window of al Aluminium SECHONS iz window rame (top botion; &,
side framej, shuter {top. bottoni. side 4 Nerlock member made of
aluminivum alloy extrusions conforiming 1o IS 77 1983 & IS 1285
i975, annodised conforming 1o 1§ L8683 1983, fired with all othe;
accessories viz, Pye raller, EPDM gasker, maryy lock, screws ere.
mcluding laboyr charges for fitting & Lxing of a‘l’ VR D track /3

track sliding window with fxing of glass texeluding cost of glass) all

Complete as per axehitet‘-b.’mﬁl?dramngs and directiom of Engineer-in %

charge. 10-12 Micron thickness Annodizing fily: Natural white,
Por 2-Traele Window Members for Bogrom frame 0,875 Kg per
Mtr. and for Tap and: Side frame @ 0778 Kg per Mer. and for
shutter Bottom and Top member W 0a72 Kg per beer | Styl
nember @ 0493 Kg per Mt anud Interlack member @012 Kg per
per Mur. and. for Top and Side frame @ 1.067 Kg per Mtr. and for
shutter Bottom and Top member & 0473 Kg per wir. Strle side
mesmber i 0,493 Kg per Mir. and Interlock member @ 0612 Kg pe;
Mu. [Note - for esfimate purpase constriction Wing roay consider
welght of 2-rack Aluminium Window “ 5.5 Kg per Sg.M.and 3.
track Aluminium wiadow 6.5 Kg per Se. M|

Supplymg bubble free floar glass of |pproved. meke and brand
comv.mm'ng to [S: 2835-1987. (i) 4mm thiek colpured / tinted
Smoke glags,

Taking out shutter of doar and window, dismantling by parts (for
repaw or reéplacemer of damaged parts), reassetnbling ang refitting
arl i'ehung,mg same with  gig fithings by WIh e serews as
necessary  (Where dilfereny Pars of sgune shutier are Teewed
under

«Supplymg, fitting  aqd tang  fibre temnlorced  poiyner iFRP)
Composite door frame as PET approved section Wt glass [fibre
remnforced plastic Howlded skins and g special sandwach core, go
48 o anpart monolitaheic cQmpesite strucuure A8 per approved
lechuology of Department of Selence andg ‘Faej‘xnmmi&y DST) w
salisty I8: 4020 doer testing Performance GHena. (i 6Gam x G0mm
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20.25 Sqmir 19, 00

20.25 Squutr. 133.00

6.58 Sqmu 468,00
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Sqmtr T 38475
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My 2433, 30



&

10

Fage - 20

Hem &

Page 204
ftem- |

Page-195
Item=7

Page-201
Itemm-4

Page-200
ftem |1

Page 200
[tem-2

Supplying, fitting & fixing fibre reinforced polyiner (FRP) Composite
door shutters as per approved design with glass fibre reinforced
plasuc moulded tiins and a special sandwich core, $0 as 0 unpart
monolitahelc composite structure as per aporoved technology of
Department of Seience and Technology (D871 10 sabishy 184020
door testng  performance artena a ground floo
(1) 32 mum thick '

k) Rendermg the surface of walis and certing with white cemen:
based wall putly of approved make sid brand © Smm thick

Removing loose scales, blisters clc  frow old santed surface and
thoroughly smoothening the surface 10 make the wame suitable 106
receving fresh coat of paint.

Applying Interior grade Acrylic Prmer of approved quality and
brand on plastered or ceéncrele surface ald or new surface 1o
receive Distemnper/ Acrylic emulsion paint inciuding scraping and
preparing the surface throughly, complete ds per manufacturers
specification and as per direction of the EIC. {p Ground Floory
(&) One Goat
i} Solvent based interior grade Acrylic Primer

Applying Acvylic Eniudsion Pajint of approved. make and brand on
walls and ceilirg” mcluding sand papering in intermediate coats
including putty & he done under specific imstruction of
Superinending Engineer) : (Two coats) . ii] Lulcery Quality

(b) Friming one toat on umber or plastered susface with synthetic
oil bound -primer of approved quality including smeothening
surfaces by sand papering etc
(&} Primung one coat on steel or other wmetal suriaee with synthetic
oil bound primer of approved quality mcluding  smoothenng
surfaces by sand papering etc.

{a) Famting with best qualty synihenc enamel pamt of approved
malce and brend including smoothening surface by sand papering
ete. weludmg usimg of approved putty et su the surface,
DECESHATY

ey On umber or plastered surface

(iv) Two coats (with any shade except white

(b) On steel or-other metal surface With super guss (hi-gloss) - © (iv)
Two coats (with any shade exeept white)

33 samu

5 osarmi

32.39 Sgmu.

344,18, Sepmtr.

34418 Sgmtr.

58.00 Sqmtr

20.23 somur

58.00 Sqmtr,

20.23 Sqmitr.

276300 St
i 1O 00 S

21.00 Sqmr,

3370 Sqmitr

70.00 Segmty.

3800  Sqmir

29.00 sqmir

81.00 Sqratr

T900 Bqmtr

LRI

¢ 680.26

¢ 11.598.97

T 24,092.82

T2.2397

2586 71

T 4.697 94

2 1,598.29

" =% =
{82,996.08
Add 9%  for CGST R 7,469.65
Add 9% for SGST ¥ 7,469.65
Total ——.’\'9__7_,5_3_5—.—;;
Add 1% LW Cess 1 979.35
Grand Total T XSsci4.73
R/O (+) ? 0.27
Say TTTR98,915.00

RUPEES: NINETY-EIGHT THOUSAND NINE HUNDRED AND FIPTEEN ONLY.
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10.

TERMS AND CONDITITON OF TENDERS

All works to be carried out in a manner according to specification for original work now in laid
as the regional works in building department circle.

All materials, tools, plant and labour, the housing, water supply and transport will have to be
provided by Contractor at their own cost inclusive of G.S.T. and other charges.

No extra work will be allowed without prior approval.

The contractors are requested to inspect the schedule of nature of works at site to save all
eventualities connection with works any other information may be obtained from the OC,
Buildings Office, Lalbazar. Any place of ignorance after submission of tender by the contractors
will not be considered.

The quantities as shown against the item of work can be verified according to nature of works.
Actual requirement to be done soon after containing the written approval of the Jt. CP(0), but
contractors are liable for execution of varied quantities at their accepted rates. The rate of the
addition item which are not found in the enclosed schedule will be based on building schedule of
the regional works and buildings circle subject to approval of proper authority.

The contractors should submit tender enclosed with Trade License, Income Tax return, GST,
Credential, Under taking of black listed failure to which will be disqualified.

The work will be taken up within 07(Seven) days after receipt of work order, failing to which legal
action may be taken against the firm.

The Commissioner of Police Kolkata reserves the right to reject any/or all the tender rates
without assigning any reason and also to distribute the said works among the tenders . There is
no guarantee that the lowest tender will be accepted by the authority concern..

Tender addressed to the Commissioner of Police, Kolkata should be sent in a sealed cover super
scribed name of tender to be dropped in the sealed TENDER BOX to be kept the OC, Buildings
Office, Lalbazar at 18, Lalbazar Street, Kolkata-700 001 within 15.00 hrs on last date.

The Tender Committee will open the sgaled tender in the Committee Room of Lalbazar, The
Agencies may be present or send their authorized representative at the time of opening the
sealed tender box.

0.C., Buildings,
Lalbazar.



PERCENTAGE RATE TENDER AND CONTRACT FOR WORKS: GENERAL RULES

AND DIRECTIONS FOR THE GUIDANCE OF CONTRACTS.

All works proposed for execution by contract will be notified in a form of invitation of tender posted
in public places and signed by the OC, Buildings Office, Lalbazar.

This form will state the work to be carried out, as well as the date of submitting and opening of
tenders and the time allowed for carrying out the work, design and drawings and any other
documents required in connection with work signed for the purpose of identification by the OC,
Buildings Office, Lalbazar shall also be open for inspection by the contractor at the office of the ocC,
Building, Lalbazar during office hours.

In the event of the quotation being submitted by a firm, it must be signed separately by each member
thereof or in the event of the absence of any partner it must be signed on his behalf by a person
holding a power of attorney authorizing him to do so. Such power of attorney is to be produced with
the tender and same in the case of a firm carried on by one member of a joint family, it must be
disclose that the firm is duly registered under the Indian partnership Act. '

Receipts for payment made on account of work, when executed by a firm, must also be signed by the
several partners except where the contractors are described in their tender as a firm in which case
the receipts must be signed in the name of the firm by one of the partners or by some other person
having authority to give effectual receipts for the firm.

. Any person who submits a tender shall fill up the usual printed form, stating at what rate he is willing

to undertake each item of the work. Tenders which propose any alteration, in the work specified in
the said form of invitation of tenders or in the time allowed for carrying out the work, or ‘which
contain any other conditions of any sort, will be liable to rejection. No single tender shall include
more than one work but contractors who wish to quote for two or more works shall submit a
separate tender for each. Tenders shall have the name and number of the work to which they refer
written outside the envelope.

The Committee will open tenders in the presence of any intending contractors who may present at
the time and will enter the amounts of the several tenders in a comparative statement in a suitable
form.

6 The accepting authority reserves the right to reject any or all the tender withou assigning any

reasons and he will not be bound to accept either the lowest tender or any of the te 5;

0.C., Buildings,
Lalbazar.



