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Government of West Bengal
Office of the Commissioner of Police
18, Lalbazar Street, Kolkata-700 001.

No. T-219/Gen/25-26 Date — 08.09. 2025

NOTICE INVITING TENDER

Sealed tenders in printed form are invited for the following works from eligible tenderers as per particulars given

below :

Name of work : Necessary re-orientation of Security Enclosure for installation of new
Baggage X-ray Scanner at the Main Entry Gate of Kolkata Police Head
Quarter at 18, Lalbazar Street, Kolkata.  (Details Estimate annexed)

Eligibility :  All bonafide contractors /firms having experience / valid license for this
type of field.

Estimated Cost ¢ Rs. 65,104/-

Last date for submission of the tender s 18_’09, 2025 up to, 15.00 hrs.

Time allowed for completion of works . 10(ten) days after the issue of Work Order.

The intending tenderers may inspect the site on any working day during office time.

The intending tenderers will have to submit copy of valid Certificate of up to date Clearance of Trade License, Professional
Tax, Income Tax, G.S.T and Credential along with tender papers for the work.

Sealed Tender addressed to The Commissioner of Police, 18, Lalbazar Street, Kolkata-700001 may be dropped in the box
kept in front of the office of the Officer-in-Charge, Building Section, 2™ floor, Northern Building, 18, Lalbazar Street,
Kolkata-700001 before the last date.

Sealed tender may also be sent by Registered Post / Speed Post superscribing the envelope as “Tender in response to Tender
Notice No. T-219/Gen/25-26 dt. 08.09. 2025 so as to reach on or before the last date.

O.C. Buildings,
Lalbazar, Kolkata.



Estizaate
Name of the Work: Re orientation of securirty encloser in connection for installation of new X-Ray baggage Scanner at the
Mamn Entry Gate Lalbazar , Kolkata 70001 during the year 2025-26

!
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7[ age & Deseription of item i Quantity Rate Unit Amount
No fItem No
I
1 Page Suppiying profiles of required section made of Aluminium Alloy
23371 Extrusions confornung to 18 732-1983 and 18 128, 1975;

Annodized (with required film thickness and specibed - olour /
naturall matt  finished conformung tw 1§ 18681983 for

fabncanon of composit door, shding & casement indows.,
partitions, formed of basic sections of any 15|
embossed / cerufied make and brand as per dirvouon ol

Engineer - In-
Charge. (Payment will be made on finighed iength of the work;

) Fixed partitions. 1340 M 2481.00 M T 5,445.00
{Unsupported length of vertical member more than 1 5 mirar ¥

both ends of vertical member resurained but panels more than

0.9 Sg.mji) Top . bottom & side member.

i) Intermediate member. 8.00 M £500.00 M 2 4,000.00
it} Glazing clip 42.80 M 150.00 M & 2,1440.00
2 Page  Labour charge for fabrication and i Hation of composite door, 2 0.00

239/2 window, partitions made from annodized extruded alloy
aluminium sections for the following units

{D) Partly glazed and partly panelled partition or fixed glaging 7.18 sgm  U72B00  sgm 25,205.00
made of extruded and anodised alloy aluminium srctions,

fabrications after cutting to proper shape and sive, driliing and

aligning fitted with inbuilt locking arrangement cutting the glass

/ board {prelaminated / particle / block) to requisite shape and

size moulding the edges fitted and fixed glazing clips and dry set

neoprine /EPDM gasket, along with all other .uvscessary
arrangements for fixing the partition to walls, floors, bheams,

celumns polysulphide sealant for water proofing if neeessary .
complete in all respect as per drawing and specifications and

direction of the Engineer in charge

3 Page Supplying bubble free float glass of approved make and brand 4.29  sqm THR5.00 sqm 2,510.00

249/24  confornting to 15: 2835-1987.iv} Smumn thick coloured / unted
smoke ghass. .

4 Page Providing, finung and fixing m position, mediam densay fibre 286 sqm T781.00 S ?2,234.00
177/13  board conforming o IS: 12406-1988 for plawn and 1S 14587
1998 for prelaminated made of wood fibre bonded with Urea
formaldehyde for mterior grade and Phenol Formaldeivde for
gradde forming to per 15:848-1974 as per spproved

make and brand as per direction of Engineer-in-Charge

>
>

5 Page Supplying heavy duty top pin/set of pivots of local make and 2.00 Nos T297.00  each ¥ 594.00

242/4 approved by the Engineer-in-charge. (This item to be provided
where floor spring not used).

6 Page Supplying 4 lever mortice lock or any approved make and brand 2.00 Nos 721200 each 424,00
243/12  as per direction of the Engineer- in -Chargeii} 100 mn.

7 Page (A} Supplying Alumunium casted body hydraulic door cipser as 2.00  Nos 2 635.00  each 21,270.00
244/13 perlS.1.

8§ Page (B} Supplying 1256 mm. Dia acrylic handle for aluminium tdoor as  4.00  Nos 7 181.00 each T TRR00

244/ 13(B per approved make & brand.(a) Natural Colour
)

— Dismantling all types ¢¢ plain cement concrete works, stacking il gt TOORDY  sMin tige.e0
9 &3‘ serviceable materials at site and removing rublbish as dirscted
10/2 b s & -
within a lead of 75 m.
10 Page  Brick work with lsi clase brcks in cement mortar (1:6ia, n €80 cum  TS5306.00 cwn 2 2.653.00
15/%  foundation and plinth
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11 Page 1/2 Barth work in excavation of foundation trenches or drams alt 090  cum 2119.27 cum 220700

sorts of soil {including mixed soil but excluding tatente v
sandstong including removing, spreading or stackmg the spoils
within a lead of 75 m. as directed. The item mcludes nec Ty
wimming the sides of trenches, levelling, dressing and ranaamg
the battom, bailing out water as required compleiea) Depih of
excavaiion not exceeding 1,500 mm.

12 Page 125 mm. thick brick work with 1st class bricks in cemertt sortar 4.50  sqmur ¥T728.00  sgmu 2 3,276.00
16/16 (1:4} in ground fleor
13 Page Dismanting artificial stone flooring upto 50 mm, thick by 9.00 sgmir  T50.00  sqmur ¥ 450.00
11/6 carefully chiselling without damaging the base and remosing
rubbish as directed within a lead of 75 m.
14 Page Supplying; hoisting, fitting and fwing R.C.C. precast thin b els, 0.08 cum 210,392.00 cum E873.00
42/34 75 mm. thick(1:1.5:3) conforming to the speaification lak! down '
in C.B:R. data sheet No.1 with stone chips, sand, cemer: and "

reinforcement {both main anddistribution) bars upto 1.00
percent as per drawing and specification inchiding placing in st
and supporting arrangement for taking the load of super-
imposed brick work and striking of the same when directid.

15 Page Ordinary Cement concrete {mix 1:2:4) with graded swpe chips 0.60 cum  ¥5,248.59  cum 2 3,149.00
24/4 (20 mmnominal size) excluding shuttering and rewdorcement if
any, in ground floor as per relevant 1S codes.

16 Page-189 Plaster (to wall, floor, ceiling etc.) with sand and cemeni mortar
Ttem-1 including round off or chamfering corners as directed and raking
out joints including. throating, nosing and drp  oourse,
scaffolding/staging where necessary (Ground floor). [Excluding
cost of chipping over concrete surface|
(iii) With 1:6 cement mortar (b) 15 mm thick plasger 14.63 sqmir € 151.00  sqmtr 2 2,208.00

17 Page (b} Rendering the surface of walls and ceiling with white cement 14.63 sgmtr ¥ 110.00  sgmu € 1,609.00
204/5 based wall putty of approved make and brand{l Smn thiek) g

18 Page-64 Supplying, fitting & fixing 1t quality Ceramic tiles in walls and
Hem-35  floors 1o match with the existing work & 4 nos. of key stones
(10mm) fixed with araldite at the back of each tile & finishing the
joints with white censent mixed with louring oxide if required to
match the colour of tles including roughening of coiicrete
rfi if ne yoor by synthetic adhesive & grout materials

ete.

{B) Wall

With Sand Cement Mortar {1:8) 15 mm thick & 2 wes thick

cement slurry at back side of tiles using cement @ 2.91 kg/8q.m

& joint filling using white cement sturry @ 0.20kg/Sq.m.

{a) Area of cach tile above 0,09 Sq.m

{f) Coloured decorative 900 squtr € 1,109.00 sgmtr 19,981.00

19 Page76/1 "B) Supplying: & laying of approved make nad brand of scratch  9.00 sqmir  ¥510.00  sgmw €4,590.00
proof, flexible & homaogeneous P.V.C. Vinyle flooring conforming
10 18:3462 - 1982 in required linish, fixed with synthets acrylic
adhesive after preparing the floor, levelling & smothanug when
necessary with suitable putty, as per the design & mstruction of
the Engineer-in-charge.{i) 2 mum thick (Plain}

¥ 54,627.00

Add 9% for CGHT 24,916.00
Add 9% for SGST 2 4,916.00
Total = ¥ 64,459.00

Add 1% for LW Cess 2 6:45.00
T 65,104.00
Say 2 65,104.00

.oﬂ’f
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TERMS AND CONDITITON OF TENDERS

All works to be carried out in a manner according to specification for original work now in laid
as the regional works in building department circle.

All materials, tools, plant and labour, the housing, water supply and transport will have to be
provided by Contractor at their own cost inclusive of G.S.T. and other charges.

No extra work will be allowed without prior approval.

The contractors are requested to inspect the schedule of nature of works at site to save all
eventualities connection with works any other information may be obtained from the OC,
Buildings Office, Lalbazar. Any place of ignorance after submission of tender by the contractors
will not be considered.

The quantities as shown against the item of work can be verified according to nature of works.
Actual requirement to be done soon after containing the written approval of the Jt. CP(0), but
contractors are liable for execution of varied quantities at their accepted rates. The rate of the
addition item which are not found in the enclosed schedule will be based on building schedule of
the regional works and buildings circle subject to approval of proper authority.

The contractors should submit tender enclosed with Trade License, Income Tax return, GST,
Credential, Under taking of black listed failure to which will be disqualified.

The work will be taken up within 07(Seven) days after receipt of work order, failing to which legal
action may be taken against the firm.

The Commissioner of Police Kolkata reserves the right to reject any/or all the tender rates
without assigning any reason and also to distribute the said works among the tenders . There is
no guarantee that the lowest tender will be accepted by the authority concern..

Tender addressed to the Commissioner of Police, Kolkata should be sent in a sealed cover super
scribed name of tender to be dropped in the sealed TENDER BOX to be kept the OC, Buildings
Office, Lalbazar at 18, Lalbazar Street, Kolkata-700 001 within 15.00 hrs on last date.

The Tender Committee will open the sgaled tender in the Committee Room of Lalbazar, The
Agencies may be present or send their authorized representative at the time of opening the
sealed tender box.

0.C., Buildings,
Lalbazar.



PERCENTAGE RATE TENDER AND CONTRACT FOR WORKS: GENERAL RULES

AND DIRECTIONS FOR THE GUIDANCE OF CONTRACTS.

All works proposed for execution by contract will be notified in a form of invitation of tender posted
in public places and signed by the OC, Buildings Office, Lalbazar.

This form will state the work to be carried out, as well as the date of submitting and opening of
tenders and the time allowed for carrying out the work, design and drawings and any other
documents required in connection with work signed for the purpose of identification by the OC,
Buildings Office, Lalbazar shall also be open for inspection by the contractor at the office of the ocC,
Building, Lalbazar during office hours.

In the event of the quotation being submitted by a firm, it must be signed separately by each member
thereof or in the event of the absence of any partner it must be signed on his behalf by a person
holding a power of attorney authorizing him to do so. Such power of attorney is to be produced with
the tender and same in the case of a firm carried on by one member of a joint family, it must be
disclose that the firm is duly registered under the Indian partnership Act. '

Receipts for payment made on account of work, when executed by a firm, must also be signed by the
several partners except where the contractors are described in their tender as a firm in which case
the receipts must be signed in the name of the firm by one of the partners or by some other person
having authority to give effectual receipts for the firm.

. Any person who submits a tender shall fill up the usual printed form, stating at what rate he is willing

to undertake each item of the work. Tenders which propose any alteration, in the work specified in
the said form of invitation of tenders or in the time allowed for carrying out the work, or ‘which
contain any other conditions of any sort, will be liable to rejection. No single tender shall include
more than one work but contractors who wish to quote for two or more works shall submit a
separate tender for each. Tenders shall have the name and number of the work to which they refer
written outside the envelope.

The Committee will open tenders in the presence of any intending contractors who may present at
the time and will enter the amounts of the several tenders in a comparative statement in a suitable
form.

6 The accepting authority reserves the right to reject any or all the tender withou assigning any

reasons and he will not be bound to accept either the lowest tender or any of the te 5;

0.C., Buildings,
Lalbazar.



