Government of West Bengal
Office of the Commissioner of Police
18. Lalbazar Street, Kolkata-700 001.

No. T-088/PHE/25-26 Date — 14.10. 2025

NOTICE INVITING TENDER

Sealed tenders in printed form are invited for the following work from eligible tenderers as per particulars given

below :

Name of work . Repairing, renovation with plaster, flooring, painting job of Flat No. 13
of Taltala PS PHE , Kolkata.
(Details Estimate annexed)

Eligibility : All bonafide contractors /firms having experience for essential
civil/elec. work.

Estimated Cost ¢ Rs. 98,391/-

Last date for submission of the tender © 31.10. 2025 up to 15.00 hrs.

Time allowed for completion of work : 10(ten) days after the issue of Work Order

The intending tenderers may inspect the site on any working day during office time.

The intending tenderers will have to submit copy of valid Certificate of up to date Clearance of Trade License, Professional
tax, Income Tax, G.S.T and Credential along with tender papers for the work.

Sealed Tender addressed to The Commissioner of Police, 18, Lalbazar Street, Kolkata-700001 may be dropped in the box
kept in front of the office of the Officer-in-Charge, Building Section, 2* floor, Northern Building, 18, Lalbazar Street,
Kolkata-700001 before the last date.

Sealed tender may also be sent by Registered Post / Speed Post super scribing the envelope as “Tender in response to Tender
Notice No. T-088/PHE/25-26 dt. 14.10.2025” so as to reach on or before the last date.

A
0.C. Bml’dmgs(PHE)
Lalbazar, Kolkata.



Estimate

R pairing kion with pl .memummnmmmmmrmnsmmm

Holkata during year 2025-2026

Sl No.

IWW«IRM

Cuantity

Tinit .

Pg-189

1 Item-

i) (=)

Plaster (to wall, floor, celling etc.) with sand and
cement mortar including rounding off or chamfering
 corners as divected and raking out joints including
scatfolding/staging where necessary (Ground
fioor).[Excluding cost of chipping ever concrate
surface] (i) With 1:4 cement mortar

(@) 20 mim thick plaste :

32.89

186.00

6080.34

Bg-275

Repairing crack In wall by coment grouting (1:2)
inciuding widening the crack on the surface (inte V¥
section) cleaning and packing the same with
cement mortar (1:2) and finishing off to match with
adjacent surface { t - 89K g/100 M),

M.

13.60

356.72

Dismantiing ail types of plain cement concrete works,

item-2

Page-10|siscking serviceable materiais at site and removing

rubbish as directed within a lead of 76m. In ground floor
inciuding roof (a) upto 150 mm. thick.

S.44

838.00

40818

Pg-26

Ordinary Cement concrete (mix 1:1.5:3) with Pakur
variety graded stone chips (20 mm nominal size)

Tewm-10i| excluding shuttering and reinforcement if any, in ground

floor as per reievant 15 codes.

5.80

4033.80

Pyg-198
Hewm-d

Removing old scales, blisters etc. of interior surface of
'walis,ceiling by seraping etc. and preparing smooth and
even surface with rendering or cement mortar (1:2) (as

I necessary), to make the surface sultable for receiving
distempar. (Payment agalnst this item wiil ba made onfy
when this has been done on the specific direction of the
Engineur-in-charge).

329.78

1047

3363.86

Py-as

Cleaning the concrete surface by removing dirt and
debris, marking defective iocations and remuving leose
concrete by careful stripping untill hard surface is
exposed, cutting the concrete to regular shape, wire
brushing the expesed surface and remeving debris from
site pieie as per direction of the Engi - i -
Charge.

3622.56

Py-198
o7

Applying interior grade Acryiic primer of approved

to received distemper/acryiic emuision paini
including scraping and preparing the surface
thoroughiy, compiete as per manuifacturers
specification and as per direction of the E--C (in
ground floor) - one coat -solvent based interior
grade Acrylic Primer

guality and brand on plastered or concrete swiiace

329.78

33.70

11113.58

! Pg-204

Applying Acrylic Emuision Palnt of approved maike
and brand on walis and ceiling including sand
papering in intermediate coats inciuding putty (o
be domne under specific instruction of
Superintending Engineer) - Two coats

Luxury quaiity

328.78

23084.60

Fg-200

1(R)

Priming one coat on timber or plastered surface
with synthetic cil bound primer of approved guality
inciuding smoothening surfaces by sand papering
e

42,33

1608.54

i

: 10 e
!t 2(aja)i
i

!

i

Bainting with best quality synthetic enamel paint ol
approved make and brand inciuding smoothening
surface by sand papering etc. Including using of
approved putty etc. on the surface, if sary &
{a) On timber or plastered surface : With suger
gloss (hi-gioss) Two coats (with any shade except
wihite)

§1.00




Pg-198 {Rendering mmmmuo
Item-& |andceilingwithWhiteComent base WATER PROOF
wail putty of approved make & brand.(1.5 mm thick)

20.00 sam 122.00 2440.00

Wummmmm paint of
surface by sand papering eic. including using of

Item- e SCM 1

2A)8jiv approved putty etc. on the surface, if necessary : (a) On e e il

timber or plastered surface : With super gioss (hi-gloss) :

Twe coats (with any shade except white) -

a) Priming one coat on steel or other metal surface with
synthetic oli bound primer of approved guality including
smpothening surfaces by sand

i{a)
papering etc.

Pumlm fitting and fixing PVC pipes of approved make
of Schedule 80 (medium duty) conforming to ASTMD -
1785 and thweaded to match with Gl Pipes as per 18
1238 (Part - ). with all necessary sccessories, specials
viz. socket, bend, tes, union, cross, elbo, nipple,
longscrew, reducing socket, reducing tee, short piece
etc. fitted with holder bats clamps, including cutting
{pipes, making threads,fitting, fixing etc. compiete in all
S&P Py pect including cost of ail necessary fittings as

12 lrequired,jointing materiais and two coats of painting
"l""""“rwmx approved paint in any posiion above ground.
(Payment will be made on the centre line measurements
of totai pipe line including all speciais. No separate
paynieint will be made for accesories, speciais. Payment
for painting will be made seperately) (&) For Exposed
Work PVC Pipes 15mm

12.00 Wtr. 104.00 1212.00

20mm 12.00 128.00 1548.00

1889.48

£ [F
§

,,,ufﬂm cement puNMINGabout 1.bmmthick inwall, |

Item-15 | dmdo, window siil, floor stc. ' 48.80

4) Supplying & laying of approved brand of scratch
proof, semi flexible P.V.C. blended homog riol
Pg-78 Yinyie flooring in tles conforming to 15:3461, fixing with
A synthetic acrylic adhesive after preparing the floor, 18.65 Sgm 578.00 10779.70

leveiling & smothaning when necessary with suitable
putty, as per the design & instruction of the Engineer-in-
charge. Z mm thic

Total Rs. 82557.00
Add CGST @ 9% 7430.13
RupeesiNINETY EIGHT THOUSAND THREE HUNDRED NINETY ONE ONLY. Add CGST @ 8% 743013}
Total Rs. 87417.26)
Add Cess @ 1% 974.17
Total Rs. 56351.43
Say Rs. 98,391.00




10.

TERMS AND CONDITITON OF TENDERS

All works to be carried out in a manner according to specification for original work now in laid
as the regional works in building department circle.

All materials, tools, plant and labour, the housing, water supply and transport will have to be
provided by Contractor at their own cost inclusive of G.S.T. and other charges.

No extra work will be allowed without prior approval.

The contractors are requested to inspect the schedule of nature of works at site to save all
eventualities connection with works any other information may be obtained from the OC,
Buildings Office, Lalbazar. Any place of ignorance after submission of tender by the contractors
will not be considered.

The quantities as shown against the item of work can be verified according to nature of works.
Actual requirement to be done soon after containing the written approval of the Jt. CP(O), but
contractors are liable for execution of varied quantities at their accepted rates. The rate of the
addition item which are not found in the enclosed schedule will be based on building schedule of
the regional works and buildings circle subject to approval of proper authority.

The contractors should submit tender enclosed with Trade License, Income Tax return, GST,
Credential, Under taking of black listed failure to which will be disqualified.

The work will be taken up within 07(Seven) days after receipt of work order, failing to which legal
action may be taken against the firm.

The Commissioner of Police Kolkata reserves the right to reject any/or all the tender rates
without assigning any reason and also to distribute the said works among the tenders . There is
no guarantee that the lowest tender will be accepted by the authority concern.

Tender addressed to the Commissioner of Police, Kolkata should be sent in a sealed cover super
scribed name of tender to be dropped in the sealed TENDER BOX to be kept the OC, Buildings
Office, LalLbazar at 18, Lalbazar Street, Kolkata-700 001 within 15.00 hrs on last date.

The Tender Committee will open the sealed tender in the Committee Room of Lalbazar, The
Agencies may be present or send their authorized representative at the time of opening the
sealed tender box.




PERCENTAGE RATE TENDER AND CONTRACT FOR WORKS: GENERAL RULES
AND DIRECTIONS FOR THE GUIDANCE OF CONTRACTS.

1. All works proposed for execution by contract will be notified in a form of invitation of tender posted
in public places and signed by the OC, Buildings Office, Lalbazar.

This form will state the work to be carried out, as well as the date of submitting and opening of
tenders and the time allowed for carrying out the work, design and drawings and any other
documents required in connection with work signed for the purpose of identification by the OC,
Buildings Office, Lalbazar shall also be open for inspection by the contractor at the office of the ocC,
Building, Lalbazar during office hours.

2. Inthe event of the quotation being submitted by a firm, it must be signed separately by each member
thereof or in the event of the absence of any partner it must be signed on his behalf by a person
holding a power of attorney authorizing him to do so. Such power of attorney is to be produced with
the tender and same in the case of a firm carried on by one member of a joint family, it must be
disclose that the firm is duly registered under the Indian partnership Act.

3. Receipts for payment made on account of work, when executed by a firm, must also be signed by the
several partners except where the contractors are described in their tender as a firm in which case
the receipts must be signed in the name of the firm by one of the partners or by some other person
having authority to give effectual receipts for the firm.

4. Any person who submits a tender shall fill up the usual printed form, stating at what rate he is willing
to undertake each item of the work. Tenders which propose any alteration, in the work specified in
the said form of invitation of tenders or in the time allowed for carrying out the work, or which
contain any other conditions of any sort, will be liable to rejection. No single tender shall include
more than one work but contractors who wish to quote for two or more works shall submit a
separate tender for each. Tenders shall have the name and number of the work to which they refer
written outside the envelope.

5 The Committee will open tenders in the presence of any intending contractors who may present at
the time and will enter the amounts of the several tenders in a comparative statement in a suitable
form.

6 The accepting authority reserves the right to reject any or all the tender without assigning any
reasons and he will not be bound to accept either the lowest tender or any o nders.

Lalbazar.



