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Government of West Bengal
Office of the Commissioner of Police
18. Lalbazar Street, Kolkata-700 001.

No. T-292/Gen/25-26 Date —27.11 2025

NOTICE INVITING TENDER

Sealed tenders in printed form are invited for the following works from eligible tenderers as per particulars given

below :

Name of work : Repairing and painting with allied works of Master Bedroom in the
residential quarter of Shri Akhilesh Chaturvedi, IPS at Main Building at
34, Park Street, Kolkata. (Details Estimate annexed)

i

Eligibility . All bonafide contractors /firms having experience / valid license for this
type of field.

Estimated Cost ¢ Rs. 95,848/-

Last date for submission of the tender : 04.12.2025 up to 15.00 hrs.

Time allowed for completion of works ¢ 10(Ten) days after the issue of Work Order.

The intending tenderers may inspect the site on any working day during office time.

The intending tenderers will have to submit copy of valid Certificate of up to date Clearance of Trade License,
Professional Tax, Income Tax, G.S.T and Credential along with tender papers for the work.

Sealed Tender addressed to The Commissioner of Police, 18, Lalbazar Street, Kolkata-700001 may be dropped in the box
kept in front of the office of the Officer-in-Charge, Building Section, 2™ floor, Northern Building, 18, Lalbazar Street,
Kolkata-700001 before the last date.

Sealed tender may also be sent by Registered Post / Speed Post superscribing the envelope as “Tender in response to
Tender Notice No. T-292/Gen/25-26 dt. 27.11. 2025 so as to reach on or before the last date.

O.C. Buildings,
Lalbazar, Kolkata.



Estimate
Name of work: Repairing and painting with allied works of Master Bedroom in the residential quarter of Main Building
occupied by 8ri Akhilesh Chaturvedy,IPS at 34 Park Street, Kolkata-700016 during the year 2025-2026

Itl: Qtze:; Description of item Qty Rate | Unit [ Amount
Page.23 Making one set of scafolding only Jor repiag NE glass pane each  279.00 each 2790.00 /
tem-3 uprooting plant and another repairing works of building ‘and S&p works for
external works only with 10 cmi: dia bamboo as main posts at'the rate of 1
metre centre to centre and 7.5 cm. dia bamboo fies @ 0,75 metre apart ‘
fitting and fixing with necessary coir, nails et as oer diregtion of the !
Engineer-inschargs.(a) 3.90 metre height
2 Page-42 Hire and labour =harges for shuttering with centering and necessary staging 122,32 cum 8100 cum 7461.52
item-36 upto 4 m using approved stout props and thick herd wood planks of
approved thickness with required bracing for concrets slabs. beams and
columns, lintels curved or straight including fitting, fixing and striking out
after completion of werks {upto roof of ground Neor).{When the height of a
particular floor is mes than 4 m the equivalent flow: height shail be takes
as 4 m and extra for warks beyond the initial 4 m b shadl be aliowed under
12 (e] for every 4 w or part thereof).(e] Extra for staging beyend 4 m n s
floor (Mode of “reasurement: area in plan x mean hepht of ALEZING upio
soffit of snuttering above initial 4 m
3 Page- 189 Plaster (to wall. floor, cerling ete.) with sand and cemen: mortar nciuding  43.01 sGIMT 213.00 sqrotr 916113
ltem- | reund ofl or chamfering corners as directed and raking out joints including
throating, nosing and drip course, scalloiding/ staging  where NECESSATY
: (Ground floor),[Excly ding cost of chipping over concrete surfacef.{it) With .
1:3 cementmortar. (a) 20 mnt thick plaster
4 Page- 198 Removing old scales, blisters ete. of ingrior surface of walls geiling by 181.48 sqmtr 1017 sqmtr 1845.65
Iteta scraping ete: and preparing smooth and even surface with rendéring or
cement mortar (1:2) (as necessary), to make the' sutfacé ‘suitable for }
receiving distemiper. (Payment against this item will be made only when this )
hias been-done on the speciﬁi: direction of the Engineer-in-charge) K
& Page. 198 Rendering the Surface of walls and ceiling: with' WHite' Coment base water 6896 sqrtr 122.00 sgntr 8327.72
ftem-5 proof wall putty of approved make & brand.(1.5 mm thick) .
6 Page-195 Applying Interior grade Acrylic Primer .of approved quality and brand on  181.48 squitr’ 48.50 sentr B8BO1.78 i
lrem 7 plastered or gencrete surface old of new surface to recelve Disteniper/ !
Acrylic emulsion paint indluding scraping and prepacing the surface
throughly, complete as per manufactirer's specification #ad as per direction i
of the EIC. {In Grounid Floor).{b) Two Coats.fiil Selvent biased interior grade ;
Acryhic Primer
: 7 Page-201 Appiying Acrylic fmulsion Paint of approved make-and brand on walls and 18148 sqmitr T30 sgmitr 12703.60
§ Itern-4 ceiling including sand papering in:i diate coats including putsy (to be
doue under specific iastruction of Superiptending Lngineer) @ ffwo CORLS) ! '
() Luxury Quality
8 Page-200 (&} Priming onecoatcn timber or ph ace wirh Syrithetic G bovnd 46,12 sgmtr BEI0 sgmir 1752.56
Item- 1 primer of approvec quality inclucing smoothening sutfiices by sand
papering etoe,
; 9 Page-200 (A} Painting with Lest quality synthetic enamel paiut of approved meke and 46,12 sgmitr 51.00 sqmtr 3785.72
N Item-2 brand including stcotheni g surface by sand papering etc. inciuding using
of approved putty etc. on the surface, if necessary  ul On tmber or
plastered surface :With super gloss {hi-gloss) -(iv) Two coats (with any shade
except white)
& 10 Page-76 (A} Supplyiag & laying of approved brand of seratch proof, semy fexible 37.82 sgmtre 578,00 semtr 21839.96
Iter-1 PV.C. blended homogeneous marble Vinyle Booring in tles conforming 10
18:3461, fixing with synzhetic acrylic adhesive after preparing the floor,
levelling & smothaning when necessary with suitable putty, as per the
| design & instruction of the Engineer-in-chaige.% mnt thick
Il Page-204 (&) Rendering the surface of walls and ceiling with Dlaster of paris ihickness 1135 sgmtr 65.00 sqmtr 73749
Item-5 not less than 1.5 mm.)
12 Page-305 Carpenter (Ordinary} 2.00 each 326000 each 652.00
Twem-6
13 Page-303 Carpenter {Helper) 2,00 sqmitr 297.00 squitr 594.00
leem-7
. 80423.13
| Add 9% jor C.Gi8.T. 7238.08
i Ada’ 2% for 8.G6.8.T, 7238.08
Total 94899.30 [
Add 3% for L.W.Cess 948.99
Crand Total 95848.29
. ‘Hay ks 95848.00 |
: { Rupees Hinety Five Thousand Eight Hundred and Forty Eight Only} J
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TERMS AND CONDITITON OF TENDERS

All works to be carried out in a manner according to specification for original work now in laid
as the regional works in building department circle.

All materials, tools, plant and labour, the housing, water supply and transport will have to be
provided by Contractor at their own cost inclusive of G.S.T. and other charges.

No extra work will be allowed without prior approval.

The contractors are requested to inspect the schedule of nature of works at site to save all
eventualities connection with works any other information may be obtained from the OC,
Buildings Office, Lalbazar. Any place of ignorance after submission of tender by the contractors
will not be considered.

The quantities as shown against the item of work can be verified according to nature of works.
Actual requirement to be done soon after containing the written approval of the Jt. CP(0), but
contractors are liable for execution of varied quantities at their accepted rates. The rate of the
addition item which are not found in the enclosed schedule will be based on building schedule of
the regional works and buildings circle subject to approval of proper authority.

The contractors should submit tender enclosed with Trade License, Income Tax return, GST,
Credential, Under taking of black listed failure to which will be disqualified.

The work will be taken up within 07(Seven) days after receipt of work order, failing to which legal
action may be taken against the firm.

The Commissioner of Police Kolkata reserves the right to reject any/or all the tender rates
without assigning any reason and also to distribute the said works among the tenders . There is
no guarantee that the lowest tender will be accepted by the authority concern..

Tender addressed to the Commissioner of Police, Kolkata should be sent in a sealed cover super
scribed name of tender to be dropped in the sealed TENDER BOX to be kept the OC, Buildings
Office, Lalbazar at 18, Lalbazar Street, Kolkata-700 001 within 15.00 hrs on last date.

The Tender Committee will open the sgaled tender in the Committee Room of Lalbazar, The
Agencies may be present or send their authorized representative at the time of opening the
sealed tender box.

0.C., Buildings,
Lalbazar.



PERCENTAGE RATE TENDER AND CONTRACT FOR WORKS: GENERAL RULES

AND DIRECTIONS FOR THE GUIDANCE OF CONTRACTS.

All works proposed for execution by contract will be notified in a form of invitation of tender posted
in public places and signed by the OC, Buildings Office, Lalbazar.

This form will state the work to be carried out, as well as the date of submitting and opening of
tenders and the time allowed for carrying out the work, design and drawings and any other
documents required in connection with work signed for the purpose of identification by the OC,
Buildings Office, Lalbazar shall also be open for inspection by the contractor at the office of the ocC,
Building, Lalbazar during office hours.

In the event of the quotation being submitted by a firm, it must be signed separately by each member
thereof or in the event of the absence of any partner it must be signed on his behalf by a person
holding a power of attorney authorizing him to do so. Such power of attorney is to be produced with
the tender and same in the case of a firm carried on by one member of a joint family, it must be
disclose that the firm is duly registered under the Indian partnership Act. '

Receipts for payment made on account of work, when executed by a firm, must also be signed by the
several partners except where the contractors are described in their tender as a firm in which case
the receipts must be signed in the name of the firm by one of the partners or by some other person
having authority to give effectual receipts for the firm.

. Any person who submits a tender shall fill up the usual printed form, stating at what rate he is willing

to undertake each item of the work. Tenders which propose any alteration, in the work specified in
the said form of invitation of tenders or in the time allowed for carrying out the work, or ‘which
contain any other conditions of any sort, will be liable to rejection. No single tender shall include
more than one work but contractors who wish to quote for two or more works shall submit a
separate tender for each. Tenders shall have the name and number of the work to which they refer
written outside the envelope.

The Committee will open tenders in the presence of any intending contractors who may present at
the time and will enter the amounts of the several tenders in a comparative statement in a suitable
form.

6 The accepting authority reserves the right to reject any or all the tender withou assigning any

reasons and he will not be bound to accept either the lowest tender or any of the te 5;

0.C., Buildings,
Lalbazar.



