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Government of West Bengal
Office of the Commissioner of Police
18. Lalbazar Street, Kolkata-700 001.

No. T-308/Gen/25-26 : Date — 09.12. 2025

NOTICE INVITING TENDER

Sealed tenders in printed form are invited for the following works from eligible tenderers as per particulars given

below :

Name of work : Essential repairing / replacement of electrical & civil accessories with
allied works in the Ladies Barrack at 14, Rabindra Sarani, Kolkata.
(Details Estimate annexed)

k . . . . .

Eligibility :  All bonafide contractors /firms having experience / valid license for this
type of field.

Estimated Cost : Rs. 13,679/-

Last date for submission of the tender © 16.12.2025 upto 15.00 hrs.

Time allowed for completion of works : 05(five) days after the issue of Work Order.

The intending tenderers may inspect the site on any working day during office time.

The intending tenderers will have to submit copy of valid Certificate of up to date Clearance of Trade License,
Professional Tax, Income Tax, G.S.T and Credential along with tender papers for the work.

Sealed Tender addressed to The Commissioner of Police, 18, Lalbazar Street, Kolkata-700001 may be dropped in the box
kept in front of the office of the Officer-in-Charge, Building Section, 2™ floor, Northern Building and also in the Drop Box
kept beside Tn Gate, Lalbazar at 18, Lalbazar Street, Kolkata-700001 before the last date.

Sealed tender may also be sent by Registered Post / Speed Post superscribing the envelope as “Tender in response to
Tender Notice No. T-308/Gen/25-26 dt. 09.12. 2025” so as to reach on or before the last date.

0O.C. Buildings,
Lalbazar, Kolkata.



Estimate / jégs

of Work- Necessary repairing /replacement of electrical & civil accessories with allied works in the ladies barrack situated "
. Rabindra Sarani,Kolkata-700001 during the year 2025-2026

Description of item Qty Rate Unit Amount
TI714 [a) Fiang only single/twin Quorescent light fiiting pi with @l f T00 nes 93()0 each G40.00

directiy on wall/cesling by screws ¢te.

Supplying of 20watt LED TL fitting (Havells/Cromptun/ Phillips make 100 nos 475.00 each 475.00

Rewinding of 1200 mm A.C.Cailing fan stator ¢ofl with super enamel copper wire 100 no 1050.00 no 1050.00

mica sheet backing and heat vernishing as per GS

Supply & fixing of ball bearing lor ceiling fan 1.00 nos 105.00 nos 105.00

Cleaning the fans complete with blade and body by seap water solution 1.00 noes 138.00 1oy 13800
b Page- 82 Supplying, fitting and fixing towel rafl with two brackes. gy C.P. over brass (i) 25 1 0o each 475.00 each

22 mim dia. and 750.mm long

7 Page-128  Supplying. fitting & fixing faclory made foam PYC {density shall not be less than 442 mir 510.00 i 2538.72
frem 19 600 kg/pum) door frame (finished weight of 2.73 kg/mie§ of size 100mm % &S
made oft with Smm thick catruded fuam PYC sheel mire out so junetion of
honzantal and ve A geiner then: by beat wekhing  bntiie door

Al e miber

frame profiles o be reinfusced with steel prugen contert 19 SWG Sam ¥ 20mny
M5 tube An additional Smm thick PYVC s with desiied calon shade o be
provided at the esposed surface and three nos Hmm fhick B sttt e
provided as gap wsert. The deor rame 1o be fixed with St sl ane

P sisi

0man long  strndess stweel screws and PO G

mi

al member & 2 nes. o1 horzoni

tos.screws W be provided iy cach vert
member all complete as per direction of Engineer-in-Charge (a) Plans Colowr.

¥ Page- (33 PYC Doo Shutter-37 mm thick: Supplying fitting and fxing PV.C door shurer 180 sqmitr 2287.00 symitr 4116.60
Ttew- 26 of approved quadity & shade in position, the style & vail of the P.VIC door shutter

will be made of rigid PV.C. multivayity hollow chamber of suitable size and
section with 2.0 mum (+7-0.2 mn) wall thickness, the section will have 2nos. built )
in beads, herizontal & verucal section shail be fixed (o each other by scll tapping “
sorews and 2 nos. ol solid plastic.or M.S. tubular galvanised braskets of length
200mm x BOmm and other 100mm x 100mm both 1.20 mm. in each eorner of the
shutter frame for placing hinges. Polymer based multicavity hollow section of 105
atm x37wmm with 200 mm (+/- 0.2 anm) wall thickness will be fitted n the middle
as lock rail reinforeed by solid polymer bar of 200 mm losg al both ends abd
serews from both sides. The scction Trime will then be finted in by PV panels of
size 100 mmx20 mm with wall thickness of 1.2 mm (+/- 0.2 mmij and ¥ nos. ol 6
mm din and screws from bhoth sides Gmm dia bright rod, will be lnserted
horizontally with both side check and nut system and stretches where fixing of H
hinges / hasp bolt / tower bolt / door ving are reguired 10 e stengenpugh
with stand wear and tear. The cate is inclusive of cost of all materiais, labour, and
hige of tools and plants and appliericies. Cardlage of ol matedials (axes and all
attier inei Jd eharges plete.The rawe is exclusive of cost of hinges; basp
bolt,tower bolt;deor ring ete:dn ground floor.

9 Page-140  lron butt hinges of approved quality fitted and fixed with stoel sarews, with 18t 3.00 cach 66,00 cach 198.00
ltem-5 mark.iviii) 100mm, X Tomm. X 3.50mm.
10 Page-195  Anodised aliminium D-type handle of approved quabity manuigetured from 2,00 each 111.00 gach 222.00
Iem-30 extruded section conforming o 1.8, specification (1.8, 280/72) fived and fixed
pletes{a) With i plate base {Hexagonal / Round rodiviil 150 mim
iip x 12 mm dia rod.
D Page- 141 Iran cateh hook of approved quality fitted and fixed 1o shutter and chowkat.fg 1.06 each 184.00 cach 184.00
Item -7 i2mm dia x 750mm long.
a 12 Page-E/17 () Supply & Fixing 240 V, 16 A, 2{Two] way Modular tvpe switch [Brand approved 106 each 175.00 cach 350,00
lem-H by BICH on existing Gl Modular swatch board having top cover plate and making

.
BECESSATY connections us required

13 Page-E/ 18 (b) Supply & Fixing 240 V. 16 A, 3 pin Modular tvpe pliag secket (Brand approved | 4o each 32700 cach 527 00
Iem-Q by EIC) with 16A Modular type switch, without plug wp on ¢ Medide GF Modular
type switch board withi top cover plate Dushed i wali el S&F switeh board and
cover plate and making necy. connections with PYC Ca wire and carth continuity
wire et
14 Supply of Skiled Labour| Meme no 4978t/ 14/RW [ 24/2023/188/JLC dawd 2 O Each H0O3.80 each 1008.00
12/1272023]
- 11477.32
Add 9% for CGST 1032:96
Add 9% for S8GST 1032.96
Total 13543,24
Add 1% for L.W.Cess 135.43
Grand Total 13678.67
Say 13679.00
{ Thirt Th d Six | d-and ¥ Nine Ouiy }
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TERMS AND CONDITITON OF TENDERS

All works to be carried out in a manner according to specification for original work now in laid
as the regional works in building department circle.

All materials, tools, plant and labour, the housing, water supply and transport will have to be
provided by Contractor at their own cost inclusive of G.S.T. and other charges.

No extra work will be allowed without prior approval.

The contractors are requested to inspect the schedule of nature of works at site to save all
eventualities connection with works any other information may be obtained from the OC,
Buildings Office, Lalbazar. Any place of ignorance after submission of tender by the contractors
will not be considered.

The quantities as shown against the item of work can be verified according to nature of works.
Actual requirement to be done soon after containing the written approval of the Jt. CP(0), but
contractors are liable for execution of varied quantities at their accepted rates. The rate of the
addition item which are not found in the enclosed schedule will be based on building schedule of
the regional works and buildings circle subject to approval of proper authority.

The contractors should submit tender enclosed with Trade License, Income Tax return, GST,
Credential, Under taking of black listed failure to which will be disqualified.

The work will be taken up within 07(Seven) days after receipt of work order, failing to which legal
action may be taken against the firm.

The Commissioner of Police Kolkata reserves the right to reject any/or all the tender rates
without assigning any reason and also to distribute the said works among the tenders . There is
no guarantee that the lowest tender will be accepted by the authority concern..

Tender addressed to the Commissioner of Police, Kolkata should be sent in a sealed cover super
scribed name of tender to be dropped in the sealed TENDER BOX to be kept the OC, Buildings
Office, Lalbazar at 18, Lalbazar Street, Kolkata-700 001 within 15.00 hrs on last date.

The Tender Committee will open the sgaled tender in the Committee Room of Lalbazar, The
Agencies may be present or send their authorized representative at the time of opening the
sealed tender box.

0.C., Buildings,
Lalbazar.



PERCENTAGE RATE TENDER AND CONTRACT FOR WORKS: GENERAL RULES

AND DIRECTIONS FOR THE GUIDANCE OF CONTRACTS.

All works proposed for execution by contract will be notified in a form of invitation of tender posted
in public places and signed by the OC, Buildings Office, Lalbazar.

This form will state the work to be carried out, as well as the date of submitting and opening of
tenders and the time allowed for carrying out the work, design and drawings and any other
documents required in connection with work signed for the purpose of identification by the OC,
Buildings Office, Lalbazar shall also be open for inspection by the contractor at the office of the ocC,
Building, Lalbazar during office hours.

In the event of the quotation being submitted by a firm, it must be signed separately by each member
thereof or in the event of the absence of any partner it must be signed on his behalf by a person
holding a power of attorney authorizing him to do so. Such power of attorney is to be produced with
the tender and same in the case of a firm carried on by one member of a joint family, it must be
disclose that the firm is duly registered under the Indian partnership Act. '

Receipts for payment made on account of work, when executed by a firm, must also be signed by the
several partners except where the contractors are described in their tender as a firm in which case
the receipts must be signed in the name of the firm by one of the partners or by some other person
having authority to give effectual receipts for the firm.

. Any person who submits a tender shall fill up the usual printed form, stating at what rate he is willing

to undertake each item of the work. Tenders which propose any alteration, in the work specified in
the said form of invitation of tenders or in the time allowed for carrying out the work, or ‘which
contain any other conditions of any sort, will be liable to rejection. No single tender shall include
more than one work but contractors who wish to quote for two or more works shall submit a
separate tender for each. Tenders shall have the name and number of the work to which they refer
written outside the envelope.

The Committee will open tenders in the presence of any intending contractors who may present at
the time and will enter the amounts of the several tenders in a comparative statement in a suitable
form.

6 The accepting authority reserves the right to reject any or all the tender withou assigning any

reasons and he will not be bound to accept either the lowest tender or any of the te 5;

0.C., Buildings,
Lalbazar.



