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Government of West Bengal
Office of the Commissioner of Police
18, Lalbazar Street, Kolkata-700 001.

No. T-314/Gen/25-26 Date — 17.12. 2025

NOTICE INVITING TENDER

Sealed tenders in printed form are invited for the following works from eligible tenderers as per particulars given

below :

Name of work :  Essential construction of Kiosk (4'X6'X8') with minor electrical work at
30A Bus Stand under Sinthee Police Station, Kolkata.
(Details Estimate annexed)

Eligibility : All bonafide coptractors /firms having experience / valid license for this
type of field.

Estimated Cost ¢ Rs. 96,894/-

Last date for submission of the tender ! 26.12.2025 upto 15.00 hrs.

Time allowed for completion of works :  10(ten) days after the issue of Work Order,

The intending tenderers may inspect the site on any working day during office time.

The intending tenderers will have to submit copy of valid Certificate of up to date Clearance of Trade License,
Professional Tax, Income Tax, G.S.T and Credential along with tender papers for the work.

Sealed Tender addressed to The Commissioner of Police, 18, Lalbazar Street, Kolkata-700001 may be dropped in the box
kept in front of the office of the Officer-in-Charge, Building Section, 2™ floor, Northern Building and also in the Drop Box
kept beside In Gate, Lalbazar at 18, Lalbazar Street, Kolkata-700001 before the last date.

Sealed tender may also be sent by Registered Post / Speed Post superscribing the envelope as “Tender in response to

Tender Notice No. T-314/Gen/25-26 dt. 17.12. 2025 so as to reach on or before the last date.

O.C. Buildings,
Lalbazar, Kolkata.



Name of Work: Essential construction of Kiosk (Measuring 4'X6'X8") with minor electrical work at 30A Bus
Stand under Sinthee PS, Kolkata

;h Ret DESCRIPTION OF ITEM QUANTITY  RATE  Umi  Amount
1 Page-| Earth work in excavation of foundation trenches or drans, in all sorts of
ltem-2 sotl (meluding mixed soil but excluding luterite or sandsivne) including
removing, spreading or stacking the spoils within i lead of 75 m. as
directed, The iwem includes necessary trommuing the sides of trenches
levelling. dressing and ramming the bottom, bailing out water as required
comglete. 0.99 Cum 119.27  Cum T8 00
2 Page-14 Single Brick Flat Soling of picked jhama bricks including ramming and
[ -1 dressing bed to proper level and filling joints with local sand, "
e e e " 3,18 Sqmir. 361.00  Sqmir T 1L148.00
3 Page-24 Ordimary Cement conerete (max 1:2:4) with graded stone chips (20 mm
ltem-4 nominal size) excluding shuttenng and remtorcement.if any, n gound floor
s per relevant I:codes, 032 Cum 524857 Cum 2 1,669.00
4 Page-191 Neat cement punning about 1.5 mm. thick i wall, dado, window, sills.
ltem-15 floor, drain erc. NOTE : Cement 0.152 cu.m. per 100 sq.m.
3.18 Sqmtr. 34.00 Sqmtr. T 108.00
5 Page-16 125 mun. thick brick work with Ist class bricks in cement miortar ( 1:4) in}
ltem-16 ground floor. 1
7.00 Sqmtr. 736,00  Sqmir. T5,152.00
6 Page-189 Plaster (1o wall, floor, ceiling etc.) with sand and cement mortar including
ltem-1 round off or chamfering corners as directed and raking out jounts including
throating, nosing and drip course. seaffolding/stagmg where necessary
(Ground flgor).[Excluding cost of chipping over concrete surface]
rd with 124 cement mortar. (a) 10mim thk pinslcr' 6.90 Sqmir. 133.00  Sqmutr. 2918.00
i) with 1:6 cement mortar. (b} | Smm thk plaster 6.00 Sgmir. 151.00  Sgmir. 2 900,00
7 Page-198 Rendering the Surface of walls and ceiling with White Cement base water
ltem-5 prool wall putly of approved make & brand.( 1.5 mm thick)
12.90 Sqmir. 122,00 Sqmtr, T 157380
8§ Page-196 Acrvlic Distemper 1o interior wall, eeiling with a cosl of selvent bused
ltem-10 nterior grade acrylic primer (as per manutacturer's specification ) including
vleaning and smoothming of surface. Two Coats 12.90 Sqmir. 70.00 Sqmir £903.00
9 Page-101 M.S. structural works with hollow sections ( TATA make square o
Item-2A rectangular shape) confonming 1o 15° 306- 1957 & 15:1161- 1958} connected
10 oue another with bracket, gusset, cleat as per design, drawing & direction
" of Engineer-in-Charge complete including cuiting to requisite shape & size,
fabrication including metal are welding conforming @ 1S: 816-1956 & IS .
9595 using electrodes of approved make and brand conforming to 1S:814-
1957, haulage, hoisting and erecton all complete.
The rate includes the cost of all M.S. Hollow section, all consumables such
s elecirodes, gas and hire charges of all tools and plants and fabour regired
for execution and all incidenial chages (such as electricity, labour
insurance) etc. complete,
009 MT  72316.00 MT T 6,293.00
10 Page 201 Painting with ready mixed Black Japan of approved make and brand
Item § including smoothening surface
A) Painting with best quality synthetic enamel paint of 5.88 Sqmtr. 32.00 Sqmir., 2 188.00
11 Page-81 Galvanised corrugated iron sheet work (excluding the supporting frame
ltem-9 work) fined and fixed with 10 mm. dia J or L hook-bolts, hmpet and
bitumen washers and putty complete with 150 mun. ond lap and one
cormugation mimmum side lap. (Payment o be made on area of finished
work {GCl sheet to be supplied by contractor) (il ln
Roof:- a) With 0.60 mam thick sheet 449 Sqmur. 619.00  Sqmtr 22.779.00
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12 Page-2350
ltem-27

13 Page-82
liem-14

14 Page-144
ltem-26

15 Page-143
ltem-28

16 Page-145
ftem-30

17 Page-140
ltem-5

18 Page-244
[tem-12

19 Page-244
lrem-13

20 M.R

21 Page-103
ltem-8

21 Page-E/14

Item-1

Praviding and fixing exterior quality Aluminium smposit Panel (ACP)
wall cladding on existing Al. /MS frame work with Gl brackets, ACP fixed
on the existing frame work by folding the edyes of ACP panel (Engraving
the rear surface of ACP sheet) with CP angles, clewss and straintess Sreel
serews forming groves at the periphery of ACP panel. Such grooves filled
with foam and silicon sealant etc. complere with all materials ( but
excluding the cost of silicon sealant), labous. scaftolding and all other
incidental charges e.g. VAT, Labour cess elc comp lete in all respect as per
specification and direction of Engineer-in-charge. ¢ Mode of payment 15 on
finished surface ares of ACP)

(b) 4mm thick (U.50mm AlL+3.0mm LDPE +0.50mm Al PVDF coating )
Supplying , fitting & fixing Zn-Al alloy (55% Al & 45% Zn) coating of
150 grams per sq. metre (followed by colour coated on both side) steel
sheet work having minimum yield strength of 350 Mpa of trapizoulal
profile of approved make (excluding the supportiig frame work) fitted and -
fixed with 55 mm & 25 mm self apping screw, EPDM Washer 16 mm dia
& 3 mum th. washer etc. complete with 150 mm end lap and one corrugation
minimum side lap.(Payment to be made on ares of fimished work)

a) With 0.5 mm thick sheet

Anodised aluminium barrel / tower / socket bolt (full covered) of approved
munufactured from extruded section conformung o LS. 204774 fitted and
fixed with cadmium plated screws i

(%) 1 50mm long x 12mm dia. bolt p
Anodised sluminium Aldrop © Sliding bolts ot approved quality
manufacured from extruded section conforming i LS. spectfication (LS,
268 1/66) fitied and fixed compleie

(1) 250mm = Lomm dia balt

Anodised aliminium D-type handle of spproved quality manufactured from
extruded section conforming to LS. specification (1.3, 230:72) fited amd
tixed vomplete:

(vi) 150 mun grip x 10 mu dis rod.

Iron butt hinges of approved quality fitted and fixed with steel screws, with

1S1 mark.
(vi) 100mm. X S0mm. X |.25mm

Supplying 4 ever mortice lock or any approved make and brand as per
direction of the Engineer- in -Charge.
uh 100 mm

(A) Supplying Aluminiam casted budy hydraulic door closer as per 151

Supplying and fixing of glow sign board made of polycarbonate froat sheet
with pasting the letter by vinyle sheet (colour approved by authonty) with
supply & fixing of 600mm LED twbe fitting in the glow sign box. The box
will be fubricated with aluminium channel structure including covered the
box all side (except fiont) by the Gi sheet with provision for fixing on
exsisting structure as per direction of ELC.

M.S. works in brackets made from flats, angles, tees etc. 1o suzes specialy
bent, twisted, forged; making holes drilled and fitied (o rafter of trusses
with necessary bolts, nuts, washer or serews el (length of siraight not less
than 230 mm)

(a) Distribution wiring in | | KV single core stranded 'FR PV
insulated & unsheathed copper wire (Brand approved by EICT
20mm size PVC rgid conduit FR'(Precision mike) incl necy nilings as
required

(12 % 22/0.3 (1.5 sgmmi = | x 2200 3 (1 § sgiom) BECC

(i} 2 x 36/0.3 (2.5 sqmm) + | x 22/0.3 (1.5 sqmm) ECC
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980 Sqmir. 2878.00  Sqmur.

3.68 Sqmur.

2.00 Each

1.00 Each

2.00 Each

4,00 Each

1.00 Each

1.00 Each

12.00 Sqft.

0.09 Qnii.

22.00 Mir.
12.00 Mur.

787.00

88.00

23300

97.00

43.00

212.00

635.00

675.00

YUB4.00

116,00
136.00

Sqmir.

Each

Each

Each

Each

Each

Each

Sqit.

Cintl.

Mir.

Mir,

228,213.00

1 2,896.00

7600

13300

T194.00

2 172.00

T212.00

T 63500

T8,100.00
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23 Page-D6
lem-7

24 PWDEL
SCHEDULE

25 PWDEL
SCHEDULE

26 PWDEL/
SCHEDULE

27 Page-Cid
ltem-14

28 Page-Di I8
Item-Y (a)

29 Page-E/6
ltem-22

30 PWDEL
SCHEDULE

Supplymg and fixing 240/415 V MCB of Breaking € apasity [0kA & C
 haracteristics on din rail of existing DBs and necessary connections.
Havells Make. 5P 6-32A

S&F of 1x1200 mm LED wbe(Make - (Philips-Mas | ED mbe | 20H0mm
ISWE65 T8 -21001m/ Sioular Crompton Similar Havels ) including
necessary fitings, Switch & wiring.

Supply of 400mm stand fan with approved make (Onent ” Cromplon
Ciraves / Baja) / Usha)

Supply of 16"(400mm) sweep wall mounied fan (Crompion ¢ Grient
Havells / Usha / Polar make)

Fising only fan on wall/ceiling by S&F rag bolts, nuts & washers (6 mm
dia x 67 i long ) or as reqd. inc! S&F 2490.20 PV msulated flexible
copper wire 0.5 it length

Supply & Fixing 240 V, 6 A, 3 pin Modular type plug socket

{Legrand/L& T/PanasonicHoneywell) with 2nos. 64 Modular type switch,
without plug top on 4 Medule Gl Modular type switch board with 3
Module top cover plate flushed in wall incl. S&F switch board and cover
plate and making necy. connections with PVC Cu wire and earth continuity
wire ete. (For seperate plug)

Supply & Fixing 240 V 6 A plug socker with separaic 6A Piano key typé_
switch{Brand approved by EIC) *

Supply of skilled Labour (Memo No.49/stat | 4/RW/ 2472023 LCSALC
dated [2/12/2023)

100 Each 19800 Each 3198 00
500 Each 63000 Each ¥ 3.250.00
1.00 Each  4250.00 Each 74.250.00
1.00 Each 2811.00 Each ¥2.811.00
1.00 Each 92,00 Each 92,00
2.00 Poim  433.00  Point T 866.00
5.00 Each 324.00  Each 2 1,620.00
1.00 Each 50380  Each T 50380
Tatal T H1.300.60

Add 94, tor CGST 2731705
Add Y tor SGST 2731708
Total with Tax 195934.71

Add 1% LW Cess 295935
T 96.894.06

R/O (-} 20.06

Say 296,894.00

RUPEES: NINETY-SIX THOUSAND EIGHT HUNDRED NINTY-FOUR ONLY.
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10.

TERMS AND CONDITITON OF TENDERS

All works to be carried out in a manner according to specification for original work now in laid
as the regional works in building department circle.

All materials, tools, plant and labour, the housing, water supply and transport will have to be
provided by Contractor at their own cost inclusive of G.S.T. and other charges.

No extra work will be allowed without prior approval.

The contractors are requested to inspect the schedule of nature of works at site to save all
eventualities connection with works any other information may be obtained from the OC,
Buildings Office, Lalbazar. Any place of ignorance after submission of tender by the contractors
will not be considered.

The quantities as shown against the item of work can be verified according to nature of works.
Actual requirement to be done soon after containing the written approval of the Jt. CP(0), but
contractors are liable for execution of varied quantities at their accepted rates. The rate of the
addition item which are not found in the enclosed schedule will be based on building schedule of
the regional works and buildings circle subject to approval of proper authority.

The contractors should submit tender enclosed with Trade License, Income Tax return, GST,
Credential, Under taking of black listed failure to which will be disqualified.

The work will be taken up within 07(Seven) days after receipt of work order, failing to which legal
action may be taken against the firm.

The Commissioner of Police Kolkata reserves the right to reject any/or all the tender rates
without assigning any reason and also to distribute the said works among the tenders . There is
no guarantee that the lowest tender will be accepted by the authority concern..

Tender addressed to the Commissioner of Police, Kolkata should be sent in a sealed cover super
scribed name of tender to be dropped in the sealed TENDER BOX to be kept the OC, Buildings
Office, LaLbazar at 18, Lalbazar Street, Kolkata-700 001 within 15.00 hrs on last date.

The Tender Committee will open the sealed tender in the Committee Room of Lalbazar, The
Agencies may be present or send their authorized representative at the time of opening the
sealed tender box.

0L, Bulldiqgs,
Lalbazar.
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PERCENTAGE RATE TENDER AND CONTRACT FOR WORKS: GENERAL RULES
AND DIRECTIONS FOR THE GUIDANCE OF CONTRACTS.
h‘—-_l-———l———-l—l—-——_.—“__r

All works proposed for execution by contract will be notified in a form of invitation of tender posted
in public places and signed by the OC, Buildings Office, Lalbazar.

This form will state the work to be carried out, as well as the date of submitting and opening of
tenders and the time allowed for carrying out the work, design and drawings and any other
documents required in connection with work signed for the purpose of identification by the OC,
Buildings Office, Lalbazar shall also be open for inspection by the contractor at the office of the OC,
Building, Lalbazar during office hours.

In the event of the quotation being submitted by a firm, it must be signed separately by each member
thereof or in the event of the absence of any partner it must be signed on his behalf by a person
holding a power of attorney authorizing him to do so. Such power of attorney is to be produced with
the tender and same in the case of a firm carried on by one member of a joint family, it must be
disclose that the firm is duly registered under the Indian partnership Act. '

Receipts for payment made on account of work, when executed by a firm, must also be signed by the
several partners except where the contractors are described in their tender as a firm in which case
the receipts must be signed in the name of the firm by one of the partners or by some other person
having authority to give effectual receipts for the firm.

- Any person who submits a tender shall fill up the usual printed form, stating at what rate he is willing

to undertake each item of the work. Tenders which propose any alteration, in the work specified in
the said form of invitation of tenders or in the time allowed for carrying out the work, or ‘which
contain any other conditions of any sort, will be liable to rejection. No single tender shall include
more than one work but contractors who wish to quote for two or more works shall submit a
separate tender for each. Tenders shall have the name and number of the work to which they refer
written outside the envelope.

C
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The Committee will open tenders in the presence of any intending contractors who may present at

the time and will enter the amounts of the several tenders in a comparative statement in a suitable
form.

6 The accepting authority reserves the right to reject any or all the tender withou assigning any

reasons and he will not be bound to accept either the lowest tender or any of the te s.

0.C., Buildings,
Lalbazar.



